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STOPPING POWER SUPPLY 
TO A FIRST HEATER AND SWITCHING ON A SWITCH. 



STARTING POWER SUPPLY FROM A CAPACITOR 
TO A SECOND HEATER. 



GENERATING HEAT WITH THE SECOND HEATER TO RAISE 
THE TEMPERATURE OF A FIXING ROLLER. 



MONITORING THE TEMPERATURE OF THE FIXING ROLLER 
AND DETECTING WHETHER THE TEMPERATURE REACHES A 
RELOAD TEMPERATURE AT WHICH A TONER CAN BE FIXED. 



IN RESPONSE TO DETECTING THAT THE TEMPERATURE HAS 
REACHED THE RELOAD TEMPERATURE, SWITCHING OFF THE 

SWITCH. 



STOPPING POWER SUPPLY TO THE SECOND HEATER 
AND STARTING POWER SUPPLY TO THE FIRST HEATER. 



BASED UPON TEMPERATURE INFORMATION, ADJUSTING AN 
AMOUNT OF ELECTRIC POWER SUPPLIED TO THE FIRST 
HEATER AND CHANGING A STATUS OF THE FIXING 
ROLLER TO "WAITING." 
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PASSING ADHESIVE SHEETS TO 
THE FIXING ROLLER. 



— S221 



SIMULTANEOUS TO STOP S221, INCREASING 
ELECTRIC POWER TO THE FIRST HEATER. 



— S222 



THE TEMPERATURE OF THE FIXING ROLLER 
BEGINS TO FALL. 



— S223 



MONITORING THE TEMPERATURE OF THE FIXING ROLLER 
AND DETECTING WHETHER THE TEMPERATURE HAS REACHED 
A LOWER BOUND OF THE FIXING TEMPERATURE. 



— S224 



IN RESPONSE TO THE DETECTION STEP, STOPPING SUPPLY OF 
POWER TO THE FIRST HEATER AND SWITCHING ON A SWITCH. 



— S225 



STARTING POWER SUPPLY FROM THE CAPACITOR TO THE 
SECOND HEATER AND STOPPING POWER TO THE FIRST HEATER. 



— S226 



GENERATING HEAT USING THE FIRST HEATER TO 
RAISE THE TEMPERATURE OF THE FIXING ROLLER. 



— S227 



UPON DETECTING THAT THE FIXING ROLLER HAS 

BEEN HEATED TO A PREDEFINED TEMPERATURE, 

SWITCHING OFF THE SWITCH. 
3Z 
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STARTING SUPPLY OP POWER TO THE FIRST HEATER AND 
STOPPING POWER SUPPLY TO THE SECOND HEATER. 



BAND UPON TEMPERATURE INFORMATION, ADJUSTING AN 
AMOUNT OF ELECTRICAL POWER SUPPLIED 
TO THE FIRST HEATER AND MAINTAINING THE TEMPERATURE 
OF THE FIXING ROLLER. 
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PASSING ADHESIVE SHEETS TO 
THE FIXING ROLLER. 



SWITCHING A CURRENT MODE FROM A SECOND MODE 
TO A FIRST MODE. 



THE TEMPERATURE OF THE FIXING ROLLER 
BEGINS TO FALL. 



STOPPING POWER SUPPLY TO A FIRST HEATER AND 
STARTING POWER SUPPLY TO A SECOND HEATER. 



GENERATING HEAT USING THE SECOND HEATER TO 
PREVENT A TEMPERATURE DROP OF THE FIXING ROLLER. 
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TERMINATING THE SHEET PASSAGE OPERATION. — S236 



SWITCHING THE CURRENT MODE FROM THE FIRST MODE 
TO THE SECOND MODE. 



— S237 



RESTARTING POWER SUPPLY TO THE FIRST HEATER 
AND STOPPING POWER SUPPLY TO THE SECOND HEATER. 
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PASSING ADHESIVE SHEETS TO 
THE FIXING ROLLER. 
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SWITCHING A CURRENT MODE FROM A SECOND MODE 
TO A FIRST MODE. 



THE TEMPERATURE OF THE FIXING ROLLER 
BEGINS TO FALL. 



STOPPING POWER SUPPLY TO A FIRST HEATER 
AND STARTING POWER SUPPLY FROM A CAPACITOR 
TO A SECOND HEATER. 



GENERATING HEAT USING THE SECOND HEATER TO 
PREVENT A TEMPERATURE DROP OF THE FIXING ROLLER. 



DETECTING WHETHER THE CAPACITY OF THE 
CAPACITOR HAS REACHED ITS LOWEST BOUND. 



— S242 



— S243 



S244 



— S245 



— S246 



BASED ON THE DETECTING STEP, SWITCHING THE 
POWER SUPPLY OF THE SECOND HEATER FROM THE 
CAPACITOR TO AN EXTERNAL POWER SOURCE. 



BASED UPON TEMPERATURE INFORMATION, ADJUSTING 
AN AMOUNT OF ELECTRICAL POWER SUPPLIED TO 
THE SECOND HEATER AND MAINTAINING THE 
TEMPERATURE OF THE FIXING ROLLER. 
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